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ELA 250 Watt:

interface status indication
LED red and yellow IEEE 488.2 (GPIB)

25 pole jack

switches for
interface configuration

RS232
9 pole SUBD connector*

USB jack
type B *

* RS232 or USB selectable

digital instruments,
LED

overtemperature and
overvoltage, LED red

overload and 
current limitation, 
LED yellow

set value chanel A
coarse / fine

set value chanel B
coarse / fine

load 
ON/OFF

mode switch
mains switch

int. pulse operation
100 Hz, 1kHz

load connector

mains connector with
fuse and switch

Remote Controlport 
RJ45 Buchse

additional module
(G-module) jack
(option)

fans, 
temperature controled

digital instruments, LED

overload and current
limitation, LED yellow

overtemperature and
overvoltage, LED red

int. pulse operation
100 Hz, 1kHz

mode switch

load ON/OFF

set value chanel A
coarse / fine

set value chanel B
coarse / fine

load connector

fans, temperature controled

remote control port
RJ45 jack

additional module
(G-module) jack
(option)

mains connector with
fuse and switch

A
      B

chanel A
chanel B
int. pulse operation

A
      B

chanel A
chanel B
int. pulse operation

ELA 250 Watt, 2 pieces 19", 2U Front-view:

ELA 250 Watt, with Interface:

ELA 250 Watt, 2 pieces 19", 2U Back-view:


